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Evidence Sheet 3 – GAS FIRES & COOKERS
Domestic Natural Gas Installations

	Candidate Data Label

Or

Details Including NI Number
	Work Location/Address No1

	
	

	
	

	
	

	
	Post Code:

	
	Date:

	Work Location/Address No2
	Work Location/Address No3

	
	

	
	

	
	

	Post Code:
	Post Code:

	Date:
	Date:


This sheet to be used to record the following:

H Installation, Servicing, Repair and Removal of Domestic Gas Fires and Cookers

	
	Indicate with
	( ( or NA

	
	Job Number
	1
	2
	3

	1
	Examine work area and carry out risk assessment
	
	
	

	
	
	
	
	

	2
	Remove all hazards from the work area, where practicable
	
	
	

	
	
	
	
	

	3
	Inspect existing installation and area of work for damage or defects
	
	
	

	
	
	
	
	

	4
	Inform customer/co-workers of any hazards or damage
	
	
	

	
	
	
	
	

	5
	Prepare work area for safe operation
	
	
	

	
	
	
	
	

	6
	Prepare tools and equipment for task
	
	
	

	
	
	
	
	

	7
	Select appropriate materials for job
	
	
	

	
	
	
	
	

	8
	All equipment is checked and is safe to use
	
	
	

	
	
	
	
	

	9
	Appropriate instructions are available for tools, materials & equipment
	
	
	

	
	
	
	
	

	10
	Storage of tools, materials & equipment is in line with manufacturers instructions
	
	
	

	
	
	
	
	

	11
	Apply any identified COSHH requirements
	
	
	


	Checking suitability of appliance location: Fires
	
	
	

	(Delete when not applicable)
	
	
	

	
	
	
	

	12
	Suitability of room / location
	
	
	

	
	
	
	
	

	13
	Suitability of Flue Type for appliance (Precast Brick etc.)
	
	
	

	
	
	
	
	

	14
	Catchment Space
	
	
	

	
	
	
	
	

	15
	Ventilation (where applicable)
	
	
	

	
	
	
	
	

	16
	Hearth Size
	
	
	

	
	
	
	
	

	17
	Surrounding areas in respect of heat effects (Shelves etc)
	
	
	

	
	
	
	
	

	18
	Flue flow test (where applicable)
	
	
	

	
	
	
	
	

	Checking suitability of appliance location: Cookers
	
	
	

	
	
	
	
	

	19
	Suitability of room / location
	
	
	

	
	
	
	
	

	20
	Room volume
	
	
	

	
	
	
	
	

	21
	Catchment Space
	
	
	

	
	
	
	
	

	22
	Ventilation
	
	
	

	
	
	
	
	

	23
	Surrounding areas in respect of heat effects
	
	
	

	
	
	
	
	

	24
	Position of gas point
	
	
	

	
	
	
	
	

	25
	Stability device
	
	
	

	
	
	
	
	

	26
	Existing gas supply meets current standards (GSR & BS6891)
	
	
	

	
	
	
	
	

	27
	Test existing gas supply for tightness to IGE/UP/1B (where applicable)
	
	
	

	
	
	
	
	

	28
	Work area prepared to minimise risk of damage to customers property
	
	
	

	
	
	
	
	

	Installation / Service of appliance
	
	
	

	
	
	
	
	

	29
	Appliance is assembled as per makers instructions
	
	
	

	
	
	
	
	

	30
	Appliance is sited and secured to building fabric correctly
	
	
	

	
	
	
	
	

	31
	Installation is carried out in a methodical and workmanlike manner
	
	
	

	
	
	
	
	

	32
	Final installation conforms to makers and industry standards
	
	
	

	
	
	
	
	

	33
	All disturbed gas joints are gas tight and supplies are purged
	
	
	

	
	
	
	
	

	34
	Confirm appliance has suitable electric connections (where applicable by competent electrician)
	
	
	


	Specific to Fires (Delete when not applicable)
	
	
	

	
	
	
	

	35
	Closure Plate is correctly sized and sealed
	
	
	

	
	
	
	
	

	36
	Fire is sealed to fire opening
	
	
	

	
	
	
	
	

	37
	Restrictor plate considered
	
	
	

	
	
	
	
	

	Specific to Cookers
	
	
	

	
	
	
	
	

	38
	Correct hose installed
	
	
	

	
	
	
	
	

	39
	Stability device attached
	
	
	

	
	
	
	
	

	40
	Cooker levelled
	
	
	

	
	
	
	
	

	41
	Lid shut off checked
	
	
	

	
	
	
	
	

	Applicable to both Fires & Cookers
	
	
	

	
	
	
	
	

	42
	Appliance is commissioned /re-established in accordance with makers instructions and the Gas Safety Regulations
	
	
	

	
	
	
	
	

	43
	Appliance is secure for use
	
	
	

	
	
	
	
	

	44
	Final appliance operational check in respect of:
	
	
	

	
	a
	ignition
	
	
	

	
	b
	flame supervision
	
	
	

	
	c
	burner pressure / gas rate
	
	
	

	
	d
	thermostat operation (where applicable)
	
	
	

	
	e
	fan proving system (where applicable)
	
	
	

	
	f
	flue flow (where applicable)
	
	
	

	
	g
	spillage (where applicable)
	
	
	

	
	h
	safe operation
	
	
	

	
	
	
	
	

	45
	Components are repaired / exchanged where necessary
	
	
	

	
	
	
	
	

	46
	Appliances are serviced in accordance with makers instructions (where applicable)
	
	
	

	
	
	
	
	

	47
	Complete necessary parts ordering
	
	
	

	
	
	
	
	

	Industry Unsafe Procedure
	
	
	

	
	
	
	
	

	48
	Implement industry “unsafe installations procedure” (where applicable)
	
	
	

	
	
	
	
	

	49
	Identify the appropriate warning labels (where applicable)
	
	
	

	
	
	
	
	

	50
	Identify the appropriate documentation (where applicable)
	
	
	

	
	
	
	
	

	51
	Isolate or disconnect and label appliance as required (where applicable)
	
	
	


	Dealing with customers
	
	
	

	
	
	
	

	52
	Explanation of all user controls to customer
	
	
	

	
	
	
	
	

	53
	Appliance instructions given to customer
	
	
	

	
	
	
	
	

	54
	Complete necessary company documentation
	
	
	

	
	
	
	
	

	Types of Appliance: Fires
	
	
	

	
	
	
	
	

	55
	Radiant Convector
	
	
	

	
	
	
	
	

	56
	Inset Live Fuel Effect
	
	
	

	
	
	
	
	

	57
	Decorative Fuel Effect
	
	
	

	
	
	
	
	

	58
	Stove
	
	
	

	
	
	
	
	

	59
	Room Sealed (Fire / Unit Heater)
	
	
	

	
	
	
	
	

	60
	Fan Flued
	
	
	

	
	
	
	
	

	61
	Other (state type below)
	
	
	

	
	
	
	
	

	Types of Appliance: Cookers
	
	
	

	
	
	
	
	

	62
	Frees Standing Eye Level
	
	
	

	
	
	
	
	

	63
	Frees Standing Lift Lid
	
	
	

	
	
	
	
	

	64
	Hob
	
	
	

	
	
	
	
	

	65
	Built In Oven
	
	
	

	
	
	
	
	

	66
	Other (state type)
	
	
	


	List appliances worked upon
	

	
	

	
	


	Assessor / witness comments


	
	Date

	Candidate signature
	
	

	Witness name (print)
	
	

	Gas Safe No.
	
	

	Witness signature
	
	

	Witness tel. no.
	
	

	Centre Assessors name (print)
	
	

	Centre Assessors signature
	
	

	Assessment Centre approved by
	
	

	If Dual Assessment assessors name
	
	

	Address of any dual assessment
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